
Crystal Resonator Specification 

and Approval Sheet 

1. Scope:
1.1 This specification applies to quartz crystal unit with a frequency  25.000000MHz, which will be used in crystal

oscillator applications. 
2. Construction:

2.1 Type of Holder:  SMCE-5032 2PADS 
2.2  

3. Characteristics:
3.1 Nominal Frequency (f) 25.000000MHz
3.2 Mode of Vibration Fundamental
3.3 Load Capacitance (CL) 20pF
3.4 Frequency Tolerance at 25 oC±3 oC ( f/f) ±20ppm 
3.5 Resonance Resistance ( ) 40Ohm Max. 
3.6 Shunt Capacitance (C0 .xaM Fp0.7)
3.7 Drive Level (DL Wm1.0)
3.8 Frequency Deviation with Temperature ( f/f) ±30ppm
3.9 Operating Temperature Range (TOPR) -40°C to 85°C
3.10 Storage Temperature Range (TSTG)
3.11 Insulation Resistance (SR) 500M  or More 
3.12 Aging ( fA) ±3 ppm / Year Max. 
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Customer :  Genie Electronics  
Project Name: N/A
Applications: N/A

of

LH Wang

2021-02-25

REMARK

Enclosure Seal: Seam Welded Seal

-55°C to 125°C

( RoHS Compliant )
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